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SPECIFICATIONS

MODEL WIDTH | HEIGHT | DEPTH SCARIFY WEIGHT

(A) (B) (C) LENGTH Lbs. / Kg.

65-M4-xxx (42") 42" 19" 36" 12" 320/ 145
600100 (48" 48" 19" 36" 12" 330/ 150
65-M6-xxx_ (6)) 72" 19" 36" 12"(opt.13") | 395/179
65-M7-xxx (7)) 84" 19" 36" 13"(opt. 12”) | 425/193

6’ Model
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Eliminator Mounting Instructions

The Eliminator is designed to mount to your machine using the existing attachment mounting
system. Please refer to the machine owner’s manual for instructions on how to secure your
Eliminator to your machine.

Installing Scarifier teeth:

Warning!
At no time should you step between The Eliminatora  nd the machine or get beneath The
Eliminator.

Start machine and raise The Eliminator 1’-2’ above the ground.

Shut machine off.

Block lift arms.

Remove teeth from storage pin on side of The Eliminator (see figure 1).
. Install scarifier teeth from front of The Eliminator as shown in figure 1.
Remove blocks from lift arms

ok wnE

Note: Scarifying teeth are to be o
installed as shown with angle Scarifying teeth
down toward back. store as shown /

Storage pin
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Description
"2
65-P2-115 | Front Grading Teeth For 42" & 7’ 46/21 1 - - 2
1 600101 Front Grading Teeth For 48" 50/22 - 1 - -
65-P2-106 | Front Grading Teeth For 6’ 40/18 - - 2 -
2 65-P2-107 | Scarifying Tooth-12" fixed length 5/2 5 5 7 9
65-P2-112 | Scarifying Tooth-13" fixed length 6/3 - - |77 ] 9
3 65-P2-109 | Lynch Pin .03/.02 7 7 9 |11
4 65-P2-108 | Hitch Pin 3/.14 5 5 7 9
5 600091 Replaceable Scarifier Assembly 4.5/2 5 5 7 9
600092 42" & 48" Replaceable Scarifier Kit (Inc. 5 ea. 600091) 24/11 1 1 - -
600093 6’ Replaceable Scarifier Kit (Inc.7 ea. 600091) 33/15 - - 1 -
600094 7' Replaceable Scarifier Kit (Inc.9 ea. 600091) 42/19 - - - 1
6 400123 Scarifier Bar (For Replaceable Scarifier) 3.4/2 5 5 7 9
7 400124 Scarifier Tip (For Replaceable Scarifier) 1.2/.6 5 5 7 9
3% % &
) (& % Iz P
8 Bolt, 5/16"-18UNC x 1.5" Lg. Gr. 8, Plated 5 7 9
9 Nut, Flange Lock, 5/16’-18UNC Gr. 8, Plated 5 7 9
10 | Bolt, ¥2"-13UNC x 2" Lg. Gr. 5, Plated 7 10 14
11 Washer, Flat, 2", Plated 7 10 14
12 Nut, Locking, ¥2"-13UNC, Gr. 5, Plated 7 10 14

1. Optional 12" scarifying tooth, 7’ Eliminators come from the factory with 13" scarifying teeth
2. Optional 13" scarifying tooth, 6’ Eliminators come from the factory with 12" scarifying teeth.
3. Common parts are available at local hardware distributors.
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Warranty Registration Form
Please complete and return to Loegering to validate warranty.

Purchase Date: Form Completion Date:

Order #:

Dealer Name:

Contact Name:

Address:

City: | State: | Zip:

Phone Number:

Fax Number: Email Address:

User Name:

Contact Name:

Address:

City: | State: | Zip:

Phone Number:

Fax Number: Email Address:

Part Number Description Serial Number Model

Was there evidence of damage upon receipt? |  Yes | | No |

If yes, explain:

Tell us about the equipment you plan to use your ne  w attachment on.

Manufacturer: | Model: | Tire Size (tracks only):
Serial Number:
* Hours of use on machine prior to installation of attachment: Hours.

* Hour information is very important to warranty re solution. Warranty may not be valid
without completion of this section.

Application description:
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